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SENFENG Laser Technology Co., Ltd., founded in 2004 as a globe-spanning metal forming manufacturer, has devot-
ed itself to laser cutting, welding, bending, cleaning, cladding, flexible automation and new energy for years.

During production, all our machines have went through natural aging, heat treatment, shot blasting, powder coating,
finish machining, quality inspection and many other professional treatments to keep them work for a long time. . = — ' -
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This machine has a small body and fits to cut pony-size, relatively thin and light-weight
sheet. With it, users will enjoy small metal workpieces at high precision.
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SENFENG LASER USA INC.
(@ US Head Office-2775 E Philadelphia St Ontario, CA 91761 Intelligent bus-based CNC system High-strength AL alloy beam

©+(1)8623198063 @ info@senfenglaserusacom &) senfeng@sfenclaser.com

Visual monitoring system Intelligent spiral negative-pressure dust removal

@ www.senfenglaserusa.com @ www.senfenglaser.com
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Cut Thin Sheet at High Precision

Laser energy precise-control technology is adopted to make laser spot uniformly distributed and take
accurate control of laser output based on sheet thickness. In this way, thin sheet will be free from over-

burning or burr, with much smoother section.
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New Design of Machine Appearance

With top cover and fully-enclosed lift door, this machine performs well in dust prevention. Due to compact
structure, it occupies a very small area (roughly 10m’), for the convenience of oversea transport.

Add leg supports for sidewise pull-push platfc
oval-shaped wheels for easy loading

Keep constant temperature and humidity to prolong se

Model

Laser Power (kW)

Working Area (L*W, mm)

X/Y-axis Positioning Accuracy (mm)
X/Y-axis repositioning Accuracy (mm)
Max No-load Speed (m/min)
Max Load of Platform (kg)
Overall Dimensions (L*W#H, mm)

Power Supply

Intelligent Bus-based CNC System

1313N
1.5-6
1300+1300
£0.05
£0.02
80
300
2860%3720+1963

Three-phase 380V, 50Hz/60Hz (custom-made)

The system is easy to operate and has rich functions like cutting process database that allows for invoking
of cutting parameters concerning sheets of different thicknesses and types.
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Embedded display en

Protect it from collision rk
and the machine

Make Production Safer and Greener

Visual monitoring system

Protect both operators

Various cutting processes

| Multi-stage piercing,
sharp corner cutting,
disc centering, leapfrog

Its intelligent spiral negative-pressure dust removal system can take smart control of opening and closing of
exhaust vents based on actual cutting position. Together with the bottom return-type sealing structure, it

achieves smoke-free effects.

'® Time-based smoke exhaust

& Zoning smoke exhaust

& Segmented smoke exhaust




